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PURPOSE NOTE:
THE PURPOSE OF THIS SPECIFIC PLAN IS TO PERMIT A
RESIDENTIAL DEVELOPMENT TO INCLUDE 24 SINGLE FAMILY
DETACHED UNITS.
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PRELIMINARY SPECIFIC PLAN NOTES:

Purpose and Intent:
The purpose of this Preliminary Specific Plan is to allow the redevelopment of
this property into a cottage residential development.

Development Plan:
The developer of this project intends to develop a 24 unit, cottage residential
project with integrated courtyard areas and open space.

Existing Conditions:
The property is currently undeveloped and has previously been used as
individual residential homesites.

Applicability to the General Plan:
This property is within the North Nashville Community Planning area adopted
Jan. 27, 2011.  The structure plan for this property identifies this area as T4
Urban Neighborhood Maintenance Policy.

Permitted Uses:
Uses permitted in this development shall be limited to Single Family
Residential.

Development Standards:
1. Minor modifications to the preliminary SP plan may be approved by the

Planning Commission or its designee based upon final architectural,
engineering or site design and actual site conditions. All modifications shall
be consistent with the principles and further the objectives of the approved
plan. Modifications shall not be permitted, except through an ordinance
approved by Metro Council that increase the permitted density or floor area,
add uses not otherwise permitted, eliminate specific conditions or
requirements contained in the plan as adopted through this enacting
ordinance, or add vehicular access points not currently present or approved

2. The purpose of this Specific Plan is to permit a residential development to
include 24 single-family residential lots.

3. The required fire flow shall be determined by the Metro/Nashville fire
marshall's office prior to the issuance of a building permit.

4. Approval of any specific plan does not exempt any parcel shown on the plan
or any development within the SP from compliance with all provisions of the
Metro Zoning Code with respect to floodplain, steep slopes, unstable soils,
sinkholes, rock outcroppings, streams, springs and critical lots.

5. Any excavation, fill or disturbance of the existing ground must be done in
accordance with stormwater management ordinance 78-840 and approved
by the Metro Department of Water Services.

6. Individual water and sewer service lines are required for each parcel.
7. The developer of this project shall comply with the requirements of the SP

adopted tree ordinance 2008-328 (Metro Code Chapter 17.24)
8. A subdivision plat will be submitted with the Final SP documents.
9. All surface parking areas must meet the "parking area screening and

landscaping" requirements specified in the Metro Zoning Code.
10.  According to FEMA's current flood maps (47037CO216F, dated April 20,

2001), as well as Metro's GIS information, there is no 100-year floodplain
within the SP boundary.

11. According to the NRCS Soils Map,  the soils on the property are McB
(Maury-Urban land complex, 2-7% slopes).  These soils are not “problem
soils” as noted in section 17.28.050 of the Metro Zoning Code.

12. There are .04 acres of the site that have existing slopes from 15% to 25%
and .07 acres that have existing slopes above 25%.

13. All of the proposed roads and driveways will be public rights of way.
Existing alley to be improved to provide adequate access and circulation.

14. There are no known existing wetlands within the SP boundary.
15. Signage shall not meet Metro design standards. A detailed signage plan

will be submitted with the Final SP documents.
16. All development with the boundaries of this plan meets the requirements

of the Americans with Disabilities Act and the Fair Housing Act.
17. The requirements of the Metro Fire Marshal's Office for emergency vehicle

access and adequate water supply for fire protection must be met prior to
the issuance of any building permits.

18. All proposed public utilities and services shall be installed underground.
19. For any development standards, regulations and requirements not

specifically shown on the SP plan and /or included as a condition of
Commission or Council approval, the property shall be subject to the
standards, regulations and requirements of the RM20 zoning district as of
the date of the applicable request or application.

ZONING: CS
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1. MULCH MUST BE LARGE SHREDDED MULCH AND SHALL BE 6" DEEP.

2. RAIN GARDEN SOIL MIXTURE SHALL BE 30% PLANTING SOIL, 20%
FINE SHREDDED HARDWOOD MULCH, AND 50% SAND AND HAVE
THE FOLLOWING CHARACTERISTICS:
POTASSIUM CONTENT = MINIMUM 78 PPM
MAGNESIUM CONTENT = MINIMUM 32 PPM
PHOSPHOROUS CONTENT = NOT TO EXCEED 69 PPM
pH: 5.5 - 6.5
INFILTRATION RATE = 1.4" PER HOUR MINIMUM
SOLUBLE SALT CONTENT = MAXIMUM 500 PPM

3. PLANTING SOIL SHALL BE LOAMY SAND OR SANDY LOAM AND HAVE
THE FOLLOWING CHARACTERISTICS:
CLAY CONTENT = 5 - 10%
SAND CONTENT = 50 - 85%
SILT CONTENT = 0 - 50%
ORGANIC CONTENT = 1.5 - 10%

4. CONTRACTOR, ENGINEER, OR OWNER'S REPRESENTATIVE SHALL
NOTIFY METRO WATER SERVICES - DEVELOPMENT REVIEW AT
LEAST 24 HOURS PRIOR TO THE INSTALLATION OF THE PLANTING
SOIL FILTER BED. AT THE COMPLETION OF INSTALLATION, THE
ABOVE REFERENCED PERSON WILL COLLECT ONE SAMPLE PER
RAIN GARDEN BED FOR ANALYSIS AND CONFIRMATION OF THE
SOIL CHARACTERISTICS AS DEFINED BY PTP-03, SITE DESIGN AND
CONSIDERATIONS ITEM 3, PAGE 3 OF 10.

5. AFTER RAIN GARDEN AREA CONSTRUCTION, THE DEVELOPER
SHALL HAVE AN AS-BUILT CERTIFICATION OF THE RAIN GARDEN
CONDUCTED BY A REGISTERED PROFESSIONAL ENGINEER.

Stormwater Notes:
1. THIS DRAWING IS FOR ILLUSTRATION PURPOSES TO INDICATE THE BASIC PREMISE OF THE DEVELOPMENT. THE

FINAL LOT COUNT AND DETAILS OF THE PLAN SHALL BE GOVERNED BY THE APPROPRIATE REGULATIONS AT THE
TIME OF FINAL APPLICATION.

2. METRO WATER SERVICES SHALL BE PROVIDED SUFFICIENT AND UNENCUMBERED ACCESS IN ORDER TO MAINTAIN
AND REPAIR UTILITIES IN THIS SITE.

3. SIZE DRIVEWAY CULVERTS PER THE DESIGN CRITERIA SET FORTH BY THE METRO STORMWATER MANAGEMENT
MANUAL (MINIMUM DRIVEWAY CULVERT IN METRO ROW IS 15" CMP).
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FRONT, REAR, AND SIDE ELEVATIONS - BUILDINGS A, B, AND C
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Conceptual images of pproposed wall along Rosa Parks Boulevvard


